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Trench Sheet Extractor – Check Sheet 

  
STATUS NEW  OFF HIRE  FINAL  DATE 
 
PLANT 
NUMBER 

 DESCRIPTION 

THESE INSTRUCTIONS SHOULD BE FOLLOWED WHEN CHECKING THE EQUIPMENT 
 

 Check main body for security, damage, wear, twisting or distortion. 
 Check also the paint finish on body. 
 Inspect for heavy corrosion on the main body. 
 Check the condition of the lifting shackle. 
 Check the condition of all welds present. 
 Check shackle retaining tube. 
 Inspect all threads present. 
 Check the pin locates fully. 
 Check condition of bolts present. (Trench Sheet Extractor (standard)) 
 Inspect pin retention chain for any wear, distortion or damage. 
 Lubricate moving parts if required. 
 Check plant number if legible.  

 
Equipment which displays evidence of incorrect operation should be withdrawn from service.  
 O K R COMMENTS 

GENERAL 
APPEARANCE 

   

Main Body Condition    

Paint Finish    

Corrosion    

Lifting Shackle    

Condition of Welds    

Shackle Retaining Tube    

Threads Condition    

Pin fit / Bolt Condition    

Pin Retention Chain    

Lubrication    

Plant Number Marked    

 
INSPECTED BY:                    DATE: 
 
PRINT SIGN 

 

 


